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CW1000 Tpu nHdOPMaLMOHHBIX TEXHO

. noruun
deH, neyaTHbI KoMMeKC SAnXin

CW1000 INA TREATMENT

CW1001H2/1002 CW1002/CW1003

OcHogHble 0coBeHHOC

= Main Characteristics

PR P ———— + Take GTR as the power switch organ
{ : . ; . 5
O ———————— + High efficiency, high operating frequency(8-25KH2) )
 Power output is continuous adjustable
N
v + Electronic protection and automatic stopping
o TEmermTpoRan s o ccpessrocsschoTmcscn + Server in the film production, publishing,
RO » gelatinization, and complex unit.
|
Mogens Type w1001 Qw1002 w1003
IneKTpiyeckoe Hanpsxetie Power Supply 200 200 200
PaGouan uactora khz Operation Frequency 8-25 8-25 8-25
Cravas Kw The Max Output Power 1 2 3
MakcumansHas wupnsa mm The Max Treating Width 650 1000 1200
Cdepa npumeneria Treating Material PP, PE, PS etc.

HaHbTyH CaHbCHH NnacTMacc

154 Garc: 0513 - 832
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CW3002H / 3003H / 04 / 06 ®eHoBas nneHka, nevatHas

Tpy NHGOPMALIMOHHBIX TEXHON

KOMMO3NTHaA 3nekTpnyeckas 6onesHb CW3002H / 3003H / orum

04 /06 CORONA TREATMENT FOR FILM BLOWING /

PRINTING MACHINE

i

(CW3002H/3003H

OcHoBHble 0CobeHHOC
™

Wenonssosaine ORBECHO KOHCTDYKLH, YR0BH0E pasesien

.

# BVHBEDTOPHOM YaCTH OCHOBHOTO KOHTYPA HCTOIb3YIOTCA UMMOPTHBIE MOAYT
¥ MOWHOCTH IGBT 1 CrIeLMaNbHbIe MPHBOAHbIE CXEMbI

g T PO HKCHPOSSHOR LT, ETYOBS DI Y HAUEHEHHE SENORAGH NoWHOCTY

& VIMEET GYHKLIO MATKOrO 3aNYCKa /1A MPEAOTBPALLIEHN 3arPA3HEHNS CeTH 60
NbWWM TOKOM 11 NOBPEXAeHA 060pyaAoBaHNA

& OYHKLUR 33LUWTHI O OCTaHOBKW POTIKOE.

TexHuueckme cneyuukaumm W3002H
Technical Specification
Brooe nan

AC20VSO0Hz
Input Voltage and Frequency
Buvomoe ranpaeime (Max) —
Output Voltage(Max)
BooxoaHan mowpiocTs (Ma) il
Output Opwer(Max)
Yactota pabotsl 19KHz

Operating Frequency

, 475¢180x325

Koeivep acsopuatopa ()
Size of Transformer Box(mm)

onsvas Koposa + pasedopuaTOpian soposa) (K Weiht

o 12

Cont Catinet + Trarstorme

HaHbTyH CatbCUHb N7aCTHAC

ntsaninen

214154 Gaxc: 0513 - 83214

SAnXn

P yvemm Y ST

(CW3004/3006

Main Characteristics

« Itadopts hang fabric, convenience to setting.(CW3002H)

+ It adopts the imported driver circuit and power organ IGBT in the
main loop

 Fixedness operating frequency, you can adjust the width of pulse
to change the output power.

+ Ithas the function of soft-start, which can reduce the pollution to
the net and protect the equipment.

+ Ithas stop-running protection to protect the rubber-roller.

CW3003H Qw3004 CW3006.
AC20V50Hz AC3B0VS0Hz AC380VS0Hz
15KV 15KV 15KV
3w “*w oKW
19KHz 19KHz 19KHz
475x180x325 300x380x800 300x380x800
= 300x350x300 300x350x300
12 55 60









