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CW3020/30/60
MolwHbI# KOPOHHbIN NPOLEccop

CW3020/ 30/ 60 HIGH - POWER
CORONA TREATMENT

CW3020/3030

OcHogHble 0coBeHHOC
™

o BHCOKaR HajexHoCTb NpeoBpasosareneii MOWHOCTH IGBT
e ————
Tlerkme nyCKOBbIe YCTaHOBKH A CHIXEHWA 3arPASHEHNA CET

& CbyHKUMEIi NaMATH BIXOJHAR MOLIKOCTS MOCTE NEPe3ATPy3KH ABTOMATHHECKN CTab
WIHSMPYETCA Ha NPEABAYLLEM 333HHOM SHa4EHIM, 3 PA3MED BHIXOHOM MOLIHOCTH
MOXET GbiTh U3MeHer niepep 3anyCkom. (TOTsKO yMaBTAEMSIE KOMNLIOTEPOM MORENM
)

Tpy NHGOPMALIMOHHBIX TEXHON
ornm
SAXIn

CW3060

Main Characteristics

« Itadopts power switching IGBT module, and is high reliability. It
tracks and locks the operating frequency automatically.
+ It has the function of soft-start, which can eliminate the interferenc
+ e to the power supply.
It has memory. When the machine restart, the output

+ power is sterady at the value you set last time. You can also set
the power value before the restart.(only computer controllable

type)

C X0 AE$HLLITON (b5, HENPSHTSHOR (2507, TEDeHGIPEK eHEs, KOPOTIIN SAKKSHIEN H2 SAYORE W S3UTOR OT 0T

¢ VIMeET dyHKLIIO 3a1LINTH OT OCTAHOBKIH PESWHOBOrO BaIKa H OTKPHITHA 3MEKTDOTHOR Pams, uT

0 3HAUHTENbHO CHIKAET BEORTHOCT MPOGOR PE3HHOBOTO BarKa

o LINbposan nawens ynpasens MoxeT OToBpaXaTs EXORHOE HaTPREHIE, BXORHOM TOK,BXOR
10 MOULHOCTS, HATIPKEHHE TIOCTORHHOTO TOKS, TOK TIOCTORHHOTO TOKS, GKTHBHYIO MOUHOCTS, P

aBouylo vacrory u ApyTHe napameTpsi. (TONbKO YIPaBRREMEE KOWTHIOTEPOM MOAENH)

TexHuueckas cneundnKaums Qw3020

BXojjHOe HanpsxeHue i Yactora

BuixoaHoe Hanpaxenie (Max) Output Voltage 15KV
BLiX0AHaR MolWHOCTS (Max) Output Opwer (Max) 000
PaGouan uactota Operating Frequency 1540KHz
Bewnii paswep (KoHTpOnbHaR KopoGKa) (mm) Size of Control Cabinet (mm) 61065061700
KoHTeiiiep Tparcopmaropa (mm) Size of Transformer Box (mm) 50350470
[ ——————T o

Weight(Control Cabinet +Transformer Box)

HaHbTyH CaHbCHH NNaCTMace

0513

Kowwyrarop: 0513

Gakc

Tpexdasubit 380V +10% S0Hz

It has kinds of protection such as phase absence,
+ phases error, over voltage and short circuit.

It has prtection function for the rubber roller
+ stop-running and electrode opening.

The digital operating panel can show the values of input voltage,
+ input current, input power, dc-voltage,avail power,
operating frequency. (only computer controllable type)
’ w300 w3060

Tpexdasubit 380V +10% S0Hz Tpexdasubit 380V +10% S0Hz

. 15KV 15KV
30KW 60KW

' 1540KHz 1540KHz
610x650x1700 6909001900

, 5303504702 5303504702
175 320
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CW3008 /10 / 15 Komno3nTHaa anekTpuyeckas

6onesHb ana neyatn CW3008 / 10/ 15 CORONA
TREATMENT FOR FILM BLOWING / PRINTING
MACHINE

TPy NHGOPMALIMOHHBIX TEXHON
ornm
SAnXin

w3008
Ochosnsie ocobentioc
™
'BHCOKaR HAEXHOCT C HCTIOME30BaHHeEM Npeofipasosatenet MOWHOCTH IGBT
ASTOMaTHYECKOE OTCEXMBaHNE W BNOKNPOBKa PaBoyMX yacToT
¢ TITKHE NYCKOBE YCTaHOBKH AT CHIKEHIA SDASHENH CET

& VIMeeT BX00HOM AedMUMT $asti, HeNPaBUTHYIO $asy, MEpEHaNpAXEHNE, BHXO
HOE KOPOTKOE 3aMBIKZHHE W GYHKLIAIO SALLMTH OT OrHS

¢ VIMeeT dyHKLIIO 32T OT OCTAHOBKH PESWHOBOrO BaTIKa  OTKPHITHA MEKTOTHOR Pams,

\TO 3HAUMTENIbHO CHIBKAET BEPORTHOCTS NIPOGOR PE3HHOBOTO BaNka

TexHuueckas cneundukaums

BxoaHoe HanpsxeHue u yactota

BuixoaHoe Hanpaxenie (Max) Output Voltage

KoadduumeHT sbixopa (Max) Output Opwer (Max)

PaGouan vactota Operating Frequency

BHewsii pasmep (KOHTpobHas Kopobika) (mm) Size of Control Cabinet

KoHTeiliiep Tpaxcopmaropa (mm) Size of Transformer Box (mm)

L —————

Weight(Control Cabinet + Transformer Box)

HaHbTyH CaHbCUHb NNacTMace

ratop: 0513

Tpexdasubit 380V +£10% S0Hz

CW3010/3015

Main Characteristics

It adopts power switching IGBT module, and is high reliability.

It tracks and locks the operating frequency automatically.

-

It has the function of low load start, which can eliminate the
interference to the power supply and electronic equipment.(Except
CW3002H).

It has kinds of protection such as phase absence, phases error, over
voltage and short circuit protection.

-

It has protection function for the rubber roller

-

stop-running and electrode opening.

Qw3008 (CW3010/3015
Tpexdasubit 380V +10% 50Hz
15KV

T0KW/15KW

460x300x960 600x600x1500

300x350x300 460x320x360

75 135
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